
 

STANLEY STREET 
Conservation Area No.1 
 
Guidelines for Conservation 
 
John Slater BA (Hons) DMS MRTPI Head of Planning Services 



 

(023) 9283 4334

 
 
 
 
The Ordnance Survey mapping included within this publication is provided by the 
Portsmouth City Council under licence from the Ordnance Survey in order to fulfil its 
public function as a planning authority.  Persons viewing this mapping should 
contact Ordnance Survey copyright for advice where they wish to licence Ordnance 
Survey map data for their own use.  Licence No LA-100019671 2005 



 
 
 
 
 
 

STANLEY STREET 
 

 Conservation Area No 1 
 

Guidelines for Conservation 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

John Slater BA (Hons) DMS MRTPI  
Head of Planning Services 

October 1994 
(last updated October 2006) 



 



CONTENTS 

1:0   INTRODUCTION                                                                                   page    1 
 
2:0   HISTORY                                                                                               page    3   
                          
3:0   CHARACTER AND APPEARANCE                                                      page    4 
 
4:0   PROBLEMS AND AIMS                                                                        page    6 
 
5:0   GUIDELINES                                                                                         page    7    
 
6:0   HIGHWAY MANAGEMENT                                                                   page  16 
 
7:0   TREES AND SHRUBS                                                                          page  16 
 
APPENDIX 1:   FURTHER INFORMATION/SOURCES                                page  17   
                         OF ADVICE               
 
APPENDIX 2:    FINANCE AND GRANT AID                                                 page  18 
 
APPENDIX 3:    STATUTORY PROTECTION                                               page  19 
 
APPENDIX 4:    PORTSMOUTH CITY LOCAL PLAN                                    page  20 
                         2001-11 
 
APPENDIX 5:   EXISTING POWERS                                                             page  21 
 
 
 
 
 
 
 

 



© Crown copyright PCC licence No. LA-078999

FR

1

1

STANLEY
STREET

Lennox
Court

13

48
46

to
9

Car Park

STANLEYLANE

Multistorey

LEN
N

O
X R

O
A

50

2.1m

S
O

U
TH

S

STANLEY LANE

39

19

27
STANLEY STREET20

15

34

49

PC
Warehouse

El
Sub
Sta

48

6

11

9

CLARENDON

12

5

4
an

k

59 2

35

TCB's

Pa
lm

er
st

on
 R

oa
d 

Pr
ec

in
ct

41
37

39

53 to 57

© Crown copyright PCC licence No. LA-078999



1.0  INTRODUCTION 

This guideline publication covers the 
Stanley Street conservation area. It is 
one of a series covering conservation 
areas in Portsmouth and providing 
guidance on each area. It is intended 
to provide supplementary planning 
guidance to the Portsmouth City Local 
Plan: 2001-11. 
  
Since the Civic Amenities Act 1967 
local planning authorities have been 
required to decide which parts of their 
area “are of special architectural or 
historic interest, the character or 
appearance of which it is desirable to 
preserve or enhance” and to designate 
them as conservation areas. 
 
The essence of  p lann ing in 
conservation areas is an emphasis on 
the appearance and character of the 
area as a whole and the key note is a 
skilful mixture of preservation, 
improvement of the surroundings and 
sympathetic new design. 
 
The preservation or enhancement of 
conservation areas can only be 
properly achieved by positive action, 
and by ensuring, through the control of 
development, that changes which take 
place are sympathetic to and make a 
positive contribution to the area. 
 

The designation of a conservation area 
has a number of direct legal 
consequences, including specific 
procedures for planning applications, 
the control of demolition of buildings 
and works to trees.  These areas are 
covered in more detail later in this 
document. 
 
Stan ley St reet  was the f i rs t 
conservation area designated in the 
City of Portsmouth on 15 January 
1969.  It comprised 15-49 (odd 
numbers) and 16-44 (even numbers). 
Numbers 6-14 Stanley Street were 
o r ig ina l l y  exc luded  f rom the 
conservation area because at that time 
a scheme was being considered to 
widen and extend Richmond Place 
right through from Marmion Road to 
Clarendon Road. 
 
This scheme, which would have 
involved the demolition of 6-14 Stanley 
Street ,  has long s ince been 
abandoned.  The conservation area 
was extended to include these 
properties in January 1996. 
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2:0  HISTORY 

Historical records suggest that the first 
houses in Stanley Street were 
constructed in c1840/1850 on the north 
side.  Claremont Terrace was probably 
built slightly later in c1860, many of the 
bays on the front of houses on the 
north side were probably added later. 
 
The first detailed map of the area was 
surveyed in 1867.  This shows all of 
the existing properties in Stanley Street 
were constructed before 1867 except 
for No 49, the flint faced cottage, which 
was built in c1870. 
 
Claremont Terrace, being fairly 
substantial houses, would have been 
occupied by businessmen and 
professional persons, although the 
smaller houses on the northside would 
more likely have been artisans’ 
cottages. Towards the end of the 
nineteenth century and during the early 

part of the twentieth century, a number 
of the houses in Claremont Terrace 
were being used as lodging houses. 
 
During the Second World War, “enemy 
action” destroyed much of Palmerston 
Road and caused some damage in 
Stanley Street (see photograph).  7/9, 
11 and 13 Stanley Street and 2 and 4 
Fernley Terrace were severely 
damaged by high explosive bombs 
between 1940-1944 and were 
subsequently demolished after the end 
of the war. 
 
The Richmond Place service road was 
extended in the late 1950’s following 
the construction of the Hiscock Gallery.  
The Knight and Lee department store 
was constructed in the mid 1950’s on 
the site of what was originally 
Beresford Place but later shops, in 
Palmerston Road. 

Junction of Palmerston Road/Stanley Street, following air raid in 1941.  
Bomb probably accounted for loss of 2/4 Fernely Terrace 3 



3.0  CHARACTER AND APPEARANCE 

Stanley Street joins Palmerston Road 
to the west and Lennox Road North to 
the east. Stanley Lane is a narrow 
vehicular way serving the rears of the 
houses on the north side of Stanley 
Street.  The largely post-war 
Palmerston Road Shopping Precinct 
forms a direct contrast to the small 
scale Victorian period houses in 
Stanley Street.  To the north of the 
conservation area, the large Waitrose 
surface public car park abruptly 
terminates the tight-knit attractiveness 
of the area.  Beyond the conservation 
area to the east are attractive streets 
and houses  forming  par t  o f 
Conservation Area No 19. 
 
Numbers 16-44 Stanley Street 
constitute a terrace of considerable 
charm, built in a Regency style and 
originally known as Claremont Terrace.  
The houses are of  p leas ing 
proportions, with simple but well 
spaced doors and windows.  The 
substantial forecourts leading to steps 
up to the front doors create an 
imposing and urbane appearance.  A 
number of the houses retain the 
original forecourt wall, iron railings and 
gate.  Hedges have matured behind 
some of the railings adding a natural 
embellishment to this attractive urban 
street. 

South side of Stanley Street 
 

Unfortunately, although the fronts of 
these houses have not suffered from 
ugly masonry additions, many original 
windows and doors have been 
replaced with unsympathetic modern 
features and the original roofscape has 
been marred by oversized dormer 
windows. 
 
Numbers 6-12 Stanley Street comprise 
a group of four modest but pleasant 
terraced houses, originally this group 
(known as Fernley Terrace) comprised 
six houses, but two were destroyed by 
“enemy-action” during World War II.  
The houses are brick faced (Flemish 
bond) each with two vertical proportion 
windows to the front elevation.  Above 
the front doors are semi-circular 
fanlights with an attractive rubbed rich 
arch. 
 
Unfortunately only No6 still has the 
original painted timber sliding sash 
windows.  No 8 has a red interlocking 
tiled roof.  Nevertheless in general 
visual terms this terrace is still intact.  
Unusually the original “Fernley 
Terrace” painted street sign still exists 
on No 12, strangely the spelling is 
different from on the old map. 

North side of Stanley Street 
 
The north side of Stanley Street 
comprises a row of mainly two storey 
terraced houses of a quite varied 
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design contrasting with the uniformity of 
Claremont Terrace on the south side. 
 
Again some unsympathetic roof 
dormers have been added, and red 
concrete tiled roof cladding, but the 
streetscene is largely unspoiled. 
 
The variety of bay windows, front door 
surrounds and facing materials creates 
an attractive appearance although it is 
always desirable to retain original 
unifying elements such as slate roof 
coverings, sliding sash windows, front 
doors and forecourt walls.  Many of the 
houses retain these unifying elements 
but some have suffered disfigurement 
as a resul t  of  unsympathet ic 
replacement and alterations. 
 
The only Listed Building within the 
conservation area is 49 Stanley Street.  

This picturesque flint faced house was 
built in circa 1870 in the manner of a 
folly.  The parapet is crenellated and 
the right hand road facing corner of the 
house is in the form of a tower.  The 
arches above the windows and front 
door are acutely angled.  The neat 
hedge and flint faced forecourt wall 
augment what is a very pleasant 
looking building. 
 
The contrasting style and appearance 
down the street as a whole is the one of 
the most attractive features of the 
conservation area; it constitutes a 
panorama of the Victorian scene and 
exemplifies a widening gulf in taste. 

5 



4:0 PROBLEMS AND AIMS 

A variety of factors have combined to 
erode the special character of this 
conservation area.  The motor vehicle 
has, to some degree, as with many 
areas of the City, violated the character 
and appearance of the street.  The 
traffic, particularly commercial vehicles 
and streetside parking, is unfortunate 
but there is little that can be practically 
suggested to alleviate this congestion. 
 
The other problem relates to 
unsympathetic alterations and the 
introduction of alien materials.  Much of 
what has happened over the passing of 
time could be corrected, because the 
main elements of the conservation 
area are still largely intact.  For 
instance, unsympathetic windows and 
alien roof cladding materials could 
quite easily be replaced with more 
appropriate windows and roof 
materials. 

There is clearly a need for guidance to 
aid property owners and contractors 
who carry out work in the area.  Such 
guidance will hopefully reverse the 
erosion that has taken place and 
substitute a general trend to 
enhancement and improvement.  The 
guidelines cover many issues, some of 
which are strictly outside of the scope 
of planning control.  Appendix 2 gives 
an outline of the Local Planning 
Authority’s powers in relation to 
alterations and extensions to buildings 
in conservation areas.  It is hoped, 
however, that property owners will see 
the merit in carrying out sympathetic 
restoration and alterations because in 
most cases such work enhances the 
value of a property. 
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5:0 GUIDELINES 

5.1  EXTERNAL WALL 
        MATERIALS 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

House with original door, windows  
and railings 

 
The front rusticated elevation of 
Claremont Terrace is brickwork with a 
render finish.  Raised rusticated 
dressings exist around the ground floor 
windows and doors except numbers 
14, 16 and 18 where the dressings are 
missing, presumably removed during 
repairs to the fronts.  The keystones 
positioned centrally above the ground 
floor window and front door are 
interestingly vermiculated to give 
emphasis. 
 
The first floor windows are surrounded 
by a moulded architrave.  Beneath the 
first floor window cills is a moulded 
cornice.  Where repairs are necessary 
to this render finish great care should 
be taken when repairing to ensure a 
compatible finish to avoid future 
cracking. 
 
Most of the brick fronted houses are 

constructed in Flemish bond, this often 
suggests a solid wall construction.  The 
finishing of the mortar jointing between 
the bricks is known as pointing.  
Repointing is only needed where 
mortar has become so loose, powdery, 
decayed or eroded that water has 
begun to penetrate joints. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

Brick bonding 
 
No 49 unusually has a knapped flint 
front with rendered dressings and 
battlements. 
 
Historically, mortar was usually a 
mixture of sand and lime resulting in a 
porous, soft and flexible material; 
modern cement mortar is harder and 
can lower the ability of a wall to 
breathe and tolerate small movements 
in the structure of a building. 
 
When repointing the mortar should 
never cover the face of the brickwork 
and the pointing should be slightly 
recessed from the face of the brick.  
This retains the emphasis of the brick, 
rather than the jointing. 

Flemish Bond 

Stretcher Bond 

English Bond 
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Pointing 
However worn the arrises of the bricks 

or stones the mortar should never 
cover  them or the face of the masonry.  
Keeping the joint recessive eliminates 

the settling of water and retains the 
beauty of brick or stone. 

 
Guidelines 
 
1.       The City Counci l  wil l 

encourage the retention and 
repair of existing and original 
external finishes using 
matching and where available 
original materials eg bricks, 
render, pointing. 

 
2.       The City Counci l  wil l 

encourage the retention and 
repair of raised dressings, 
cornices, mouldings and 
other decorative features.  
Where such features no 
longer exist and there is 
historical evidence of their 
existence then the City 
Council will encourage the 
replication of such features. 

 
5.2  FRONT DOORS 
 
Claremont Terrace was probably 
constructed as a uniform terrace and 
as such the front doors would have 
been similar.  Many original doors 
exist, for example at Nos 24, 28, 34, 42 

and 44. 
 
The doors comprise six recessed 
fielded panels with a semi-circular 
fanlight over, some of which are 
segmented.  The houses on the north 
side, being more of a mixture, have a 
variety of front doors. 
 
 

Original front door and rusticated 
surround, Claremont Terrace 

 
As a general rule, original front doors 
should be retained. If a new door is 
necessary then a replica should be 
sought.  If the original design is 
unknown then good quality timber 
panelled doors should be used.  Doors 
with integral fanlights are inappropriate 
and look particularly incongruous 
where a proper fanlight already exists.  
UPVC or metal front doors should be 
avoided as they usually detract from 
the character and appearance of the 
area. 
 
Guidelines 
 
1.        The City Counci l  wil l 
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encourage the retention/
reinstatement of original or 
sympathetic  replacement 
external front doors and will 
discourage the use of doors of 
inappropriate size, design or 
material. 

 
2.        The  C i ty Counc i l  w i l l 

discourage the use of UPVC, 
a l u m i n i u m  a n d  o t h e r 
inappropriate materials or 
finishes to front doors. 

 
5.3  EXTENSIONS 
 
Front facing extensions will not 
normally be allowed.  Rear extensions 
should not overpower the design/
shape/size of the original rear elevation.  
Most extensions would require specific 
planning permission. 
 
Where an extension is required the 
design should match or complement 
the existing original building.  Obvious 
matters such as external materials 
should normally match the original, but 
detailed points such as brick bonding 
and pointing, window style and 
associated dressings should also be 
borne in mind. 
 
Large roof additions can spoil the 
appearance of a house and look 
incongruous in the general streetscene.  
Careful thought needs to be given to 
ensure that dormers and other roof 
additions do not dominate the 
roofscape.  It is preferable to keep 
larger dormers to the rear roofscape, 
although the rears of properties on the 
north side of Stanley Street are quite 
prominent. 
 
Guidelines 
 
1.        E x t e n s i o n s  w i l l  b e 

discouraged where they would 
have an adverse visual effect 
on the existing building or 
townscape. 

 
2.        W h e r e  e x t e n s i o n s  a r e 

permitted they should match 
the existing original property 
in respect of design, materials 
and detail.  The size of an 
e x t e n s i o n  s h o u l d  n o t 
overpower the or ig inal 
building. 

 
3.        Roof extensions will be 

discouraged, particularly at 
the front, where they would 
have an adverse visual effect 
on the existing building or 
townscape, or where they 
would lead to the loss of 
original historic roofs or their 
features. 

 
4.        Where roof extensions are 

permitted they should match 
the existing property in 
respect of design and 
materials. 

 
5.4  WINDOWS 
 
Nearly all of the houses in the 
conservation area would have originally 
had painted timber slider sash windows 
normally set back from the main face of 
the buildings to form an external reveal. 
 
The main exception to this rule would 
relate to dormer windows which often 
would have included casement opening 
lights. 
 
The earlier houses would most likely 
have had window lights divided into 
small panes, but the later houses would 
have had just one central mullion within 
each light or sometimes none at all. 
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The houses on the south side 
(Claremont Terrace) originally had sash 
windows with marginal glazing bars, 
many of these original windows still 
remain. 
 
Dormer windows should normally be 
smaller than the main windows within 
the front elevation to create a properly 
proportioned façade. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Original style sash window with 
marginal glazing bars and moulded 

architrave surround, Claremont Terrace 
 
Regrettably some houses, particularly 
within Claremont Terrace, have 
oversized dormers which detract from 
the pleasant overall appearance of the 
terrace. 
 
As a general rule, UPVC and metal 
w i n d o w s  d o  n o t  i n t e g r a t e 
sympathetically into historic buildings 
and although attempts are often made 
to replicate the appearance of timber 
sash windows the result is normally 
disappointing from an aesthetic point of 
view.  Noise reduction, and heat loss 
can be achieved through secondary 

glazing and weatherproofing can be 
improved considerably by upgrading 
and renovating existing timber sashes. 
 
Guidelines 
 
1.        The  C i ty Counci l  w i l l 

encourage the retention and 
repair of existing original 
sliding sash timber windows 
and where appropr iate 
casement  w indows for 
dormers. 

 
2.        The City Council will where 

new windows are necessary, 
encourage the use o f 
matching timber sliding 
sashes paying particular 
attention to match the original 
glazing bar pattern and the 
width of the glazing bars.  
Windows should also be 
recessed to match the style of 
existing windows. 

 
3.        UPVC and metal windows are 

not normally considered 
appropriate because they 
detract from the character and 
a p p e a r a n c e  o f  t h e 
c o n s e r v a t i o n  a r e a .  
Consequently, the use of such 
windows will be discouraged 
as well as unsympathetic 
timber windows. 

 
5.5  ROOFS 
 
It is likely that nearly all of the houses in 
the conservation area would have had 
natural slate clad roofs originally.  The 
ridge tiles would most likely have been 
clay terracotta.  The Claremont Terrace 
houses have attic rooms and originally 
the dormer windows would have been 
modest in size, for example No 24.  The 
roofs to the dormers would probably 
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have been lead with the cheeks clad 
with either slates or lead. 
 
Most of the houses still have roofs clad 
with slates, however, a small number 
have been re-clad with interlocking 
concrete tiles; the red/brown tiles 
appear particularly inappropriate.  
Concrete tiles can add weight to a roof 
structure which if not properly 
strengthened could cause structural 
problems throughout the property.  
Every effort should be made to retain 
the appearance of a slate roof to 
reinforce the visual integrity of the 
conservation area.  Some artificial 
slates provide a reasonable alternative 
to natural slates. 
 
The dormer windows to some of the 
houses are clearly over-sized in relation 
to the scale and proportions of the 
houses.  Whilst it is probably unrealistic 
to expect that the larger dormers will be 
removed and replaced with smaller 
dormer windows, this should be 
recognised as a long term objective.  
Nevertheless, the appearance of many 
of the dormers could be improved by 
correctly proportioned window lights 
and appropriate cladding. 
 
Chimneys play an important part in 
retaining the character, appearance 
and integrity of the conservation area.  
Wherever possible they should be 
retained in their present form; rendering 
can obscure attractive detailing.  
Original clay chimney pots should be 
retained. 
 
 
Guidelines 
 
1.        The  C i ty Counc i l  w i l l 

encourage the retention of 
exist natural slate roof 
coverings.  Where repairs are 

necessary matching natural 
slates will be encouraged. 

 
2.        Where complete re-roofing is 

necessary, the City Council 
will encourage the use of 
matching natural slate or 
appropriate artificial slates, 
preferably with a riven texture. 

 
3.        Where terracotta clay ridge 

tiles exist these should be 
retained and set aside for 
reuse  i f  re - roo f ing  i s 
proposed. 

 
4.        The  C i t y Counc i l  w i l l 

discourage the use of 
concrete tiles, particularly 
interlocking tiles, because 
they are alien to the original 
character and appearance of 
the conservation area. 

 
5.        Addit ional  new dormer 

windows at the front and 
extensions to existing front 
facing dormers will be 
discouraged by the City 
Council. 

 
6.        Where existing dormers exist 

the  C i t y  Co u n c i l  w i l l 
encourage their improvement 
to minimise visual presence. 

 
5.6   BOUNDARY WALLS AND 
       RAILINGS 
 
Front facing walls and railings are 
particularly important features in this 
conservation area.  Unfortunately only a 
few of the houses in Claremont Terrace 
retain the original low wall surmounted 
by iron railings with ornamental finials.  
The original wall/railings and gate 
appear to still remain at No 24 only.  
The eventual reinstatement of the 
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original style railings and gates to other 
houses would be desirable. The front 
facing boundary walls to houses on the 
north side of Stanley Street are and 
probably were originally less uniform.  A 
modest low brick or rendered wall 
would seem most appropriate.  Very 
ornate wrought iron gates and railings 
should be avoided.   
 
49 Stanley Street retains its original 
boundary wal l  and gate piers 
constructed from rendered brick and 
knapped flint. 
 
The complete removal of a front facing 
boundary wall should always be 
avoided. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Detail of railing finials at  
24 Stanley Street 

 
Guidelines 
 
1.        The  C i ty  Counc i l  w i l l 

encourage the retention and 
restoration of existing original 
boundary walls, gate pillars, 
railings and gates. 

 
2.        Where the existing walls, gate 

pillars, railings or gates are 
not original the City Council 
w i l l  e n c o u r a g e  t h e 

reinstatement and replication 
of original style features. 

 
3. T h e  C i t y  C o u n c i l  w i l l 

discourage the removal of 
original boundary walls, gate 
pillars, railings and gates and 
unsympathetic alterations to 
such features. 

 
 
 
 
 
 
 
 
 
 

Original style railings at  
24 Stanley Street 

 
5.7  PAINTING 
 
As a general rule it is inadvisable to 
paint existing face brickwork, unless 
there are exceptional circumstances. 
 
Existing painted render should be 
repainted to produce a smooth finish.  
Pastel hues harmonise together, 
whereas painting a single house a 
strong colour would create a discordant 
feature in the streetscene. 
 
Most houses in the conservation area 
are painted appropriate colours, a few 
are not.  It is likely that originally 
Claremont Terrace, being designed as 
a single composition would have been 
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painted one colour, probably a light 
grey or cream because bright colours 
were not widely available at that time 
and paint finishes tended to fade 
rapidly. 
 
As an eventual aim the repainting of 
the entire terrace a single appropriate 
colour eg white would be desirable to 
unite the entire terrace in visual terms.  
Painting the raised dressings around 
the doors and windows in a different 
colour to the main elevation is not 
considered appropriate. 
 
Window frames normally look better 
painted white or near white.  Rainwater 
goods eg gutters and downpipes 
normally should be black, and if plastic 
is used grey is unsuitable.  Where a 
downpipe is fixed to a rendered surface 
then it is probably best to paint the pipe 
the same colour as the background. 
 
Railings and metal gates should be 
painted black to reinforce the integrity 
of the streetscene. 
 
Guidelines 
 
1.       Where brickwork is not 

currently painted, the City 
Council will encourage its 
retention in that form. 

 
2.       Where painting is appropriate 

ie existing rendered finishes 
and painted brickwork, then 
light or pastel shades should 
be used with a smooth, non-
textured finish. 

 
3.   Front doors and window 

  frames   should as a general 
  rule be painted, as opposed to 
  stained  or varnished. For 
  window  frames white or 
  cream is considered most 

  appropriate. 
 
5.8  DEMOLITION 
 
The demolition of any building or any 
part of a building which has a volume 
of more than 115 cubic metres would 
require conservation area Consent.  As 
a general principle the City Council 
would be opposed to the demolition of 
buildings or parts of buildings which 
possess character or architectural 
interest. 
 
Guideline 
 

The City Council will oppose 
the demolition of buildings or 
parts of buildings which 
p o ss e ss  c h ar a c t e r  o r 
architectural interest. 

 
5.9  REDEVELOPMENT 
 
The entire conservation area is fully 
built up and there is no real scope for 
redevelopment.  There would be a 
p r e s u m p t i o n  a g a i n s t  t h e 
redevelopment of existing Victorian 
period houses and replacement with 
new properties unless it can be 
demonstrated that the new property 
would positively enhance the character 
or appearance of the conservation 
area.  To the rear of properties on the 
north side of Stanley Street many of 
the houses have garages facing 
Stanley Lane.  Redevelopment of 
these garages to form two storey 
buildings and/or separate dwellings 
would not be supported. 
 
Guidelines 
 
1.        The City Council will oppose 

the redevelopment of existing 
older properties unless it can 
be demonstrated that the 
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r e d e v e l o p m e n t  w o u l d 
pos i t i ve l y enh ance  the 
character or appearance of the 
conservation area. 

 
2. No development  above single 

storey height shall take place in 
the rear of properties in Stanley 
Street adjacent to Stanley Lane.  
Par t icular ly no separate 
dwellings shall be constructed. 

 
5.10   STREET FURNITURE 
 
Street furniture such as lighting, street 
names etc can add to or detract from the 
character and appearance of an area.  
Some original names survive eg Fernely 
Terrace, Algerine Cottage and the 
Stanley Lane  ceramic tiled road sign.  
Street lighting has been provided to a 
Victorian style with cast iron lamp 
standards and “Windsor” style lanterns. 
 
 
 
 
 
 
 
 

The old painted “Fernley Terrace”  
name is still visible. 

 
In 2001 the City Council approved a 
guidance document:- Roads and Street 
Furniture in Historic Areas.  This 
relates to roads, paving, street lighting, 
street furniture and other related matters 
in conservation areas together with other 
areas of historic interest. 
 
Guidelines 
 
1. The City Council will encourage 

the retention of historic street 
furniture where this survives. 

 

2.        The City Council will reinstate/
restore street furniture such as 
lamp columns and ceramic 
tiled street names where 
appropriate. 

 
3.        T h e  C i t y  C o u n c i l  w i l l 

encourage the removal of 
unsightly and unnecessary 
street furniture where possible. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Attractive cottage is enhanced by 
Victorian style street lighting. 

 
5.11  OVERHEAD WIRES, 

PUBLIC UTILITIES PLANT 
AND    SATELLITE 
TELEVISION ANTENNA 

 
The overhead telephone wires and 
associated poles detract from the 
character and appearance of the 
conservation area.  Siting of services 
underground wherever possible will be 
encouraged .   O the r  s ta tu to ry 
undertakers plant such as junction 
boxes can be visually obtrusive and their 
location above ground within the 
conservation area is undesirable. 
 
Guidelines 
 
1.        T h e  C i t y  C o u n c i l  w i l l 
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discourage the location of 
plant or wires above ground, 
b u t  w o u l d  e n c o u r a g e 
underground siting. 

 
2.       T h e  C i t y  C o u n c i l  w i l l 

discourage the location of 
plant such as junction boxes 
above ground. 

 
3.       T h e  C i t y  C o u n c i l  w i l l 

discourage the installation of 
satellite television on the front 
elevation of properties and 
prominent side elevations. 

 
5.12  ROAD SURFACES, 

FOOTWAYS, FOOTPATHS 
AND PRIVATE 
FORECOURTS 

 
The City Council has a long standing 
policy of higher quality paving in 
conservation areas including footway 
crossings.  In addition various cast iron 
features such as coal hole covers and 
channels add to the character of the 
area. 
 
The footpath to the rear of Claremont 
Terrace has its original granite surface 
treatment and the City Council will 
endeavour to retain this historic surface 
treatment. 
 
Existing original paved surfaces to 
forecourts should be repaired and 
retained including the stone steps.  
Cladding the steps with tiles and/or 
painting should be avoided.  General 
natural ageing of steps and paving 
should be recognised as desirable and 
accepted.  Where repairs are necessary 
then care should be taken to match the 
existing stonework. 
 
Roads and Street Furniture in Historic 

Areas refers to road surface and 
pavements. 
 
Guidelines 
 
1.        The existing policy of higher 

quality surfacing and paving be 
continued with particular 
attention to detailing. 

 
2.        In resurfacing/repaving roads 

particular attention be given to 
retaining existing historic 
features including coal hole 
covers etc. 

 
3.       The City Council will encourage 
         the retention of existing private 
         forecourt paving and stone 
         steps. 
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6.0  HIGHWAY MANAGEMENT 

There are no specific proposals under 
consideration at the present time.  Both 
Stanley Street and Stanley Lane are 
“two-way” highways and this situation 
is to remain for the foreseeable future. 
 
Unfortunately, some heavy commercial 
vehicles use Stanley Street, after 
unloading to the shops in Palmerston 
Road.  This is undesirable and in con-
flict with the clearly stated directions on 
the road signs. 
 
Residents only parking schemes have 
been requested and introduced for 
various locations in the City.  Stanley 
Street is likely to be included in a 
scheme in the near future. 

7.0  TREES AND SHRUBS 

Few trees exist in Stanley Street and 
none are specifically covered by 
Preservation Orders.  All trees within 
conservation areas are however 
protected to the extent that notice must 
be given to the Planning Department if 
it is proposed to carry out any work to a 
tree, unless the tree is dead, dying or 
dangerous. 
 
Shrubs, particularly along the street 
frontage, embellish the streetscene by 
adding a natural contrast to the man-
made environment. 
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APPENDIX 1:   FURTHER INFORMATION/SOURCES OF  
                         ADVICE 

This document is intended to set a 
policy framework for this conservation 
area.  The Head of Planning Services 
will be pleased to discuss any 
proposals concerning this area and to 
advise on appropriate sources of 
advice and information. 
 
Please contact the Conservation 
Officer John Pike on 023 9283 4303, 
Bob Colley on 023 9283 4310 or Ben 
Cracknell on 023 9284 1127 in the 
Conservation & Design Section of the 
Planning Services.  A number of advice 
leaflets have been produced by the 
City and County Councils – for further 
details contact the above officers. 
 
It is always advisable to contact the 
Planning Services before carrying out 
any alterations to buildings in a 
conservation area to ascertain whether 
permission is required.  For further 
details contact: 
          
Planning Services 
Conservation and Design Team 
Civic Offices 
Guildhall Square 
Portsmouth 
PO1 2AU 

In appropriate circumstances, the help 
of English Heritage or The Hampshire 
Building Preservation Trust could be 
sought.  National Amenity Societies 
publish a number of advisory leaflets 
on detailed aspects of conservation.  
There is a  long established series by 
the Society for the Protection of 
Ancient Buildings (SPAB). The 
Victorian Society and The Georgian 
Group both produce series of leaflets 
on doors, windows, tiles, glass and 
other features.  
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APPENDIX 2:   FINANCE AND GRANT AID 

1.    HISTORIC BUILDINGS 
       GRANTS 
 
Historic Building grant aid may be 
available from the City Council towards 
the cost of appropriate repair of listed 
and certain other buildings in this 
conservation area.  For information 
telephone 023 92 834303/10. 
 
2.    HOUSING GRANTS 
 
Housing Grants 
 
The city councils financial assistance  
Policy for Private Sector Housing 
makes a range of assistance packages 
available to home owners. 
 
Help is given for the improvement and  
repair of properties to meet the Decent  
Homes standard and to provide energy 
efficiency measures. 
 

Assistance may be subject to a test of  
the owners resources. 
 
For advice on what is available contact  
the Helpdesk on 023 9283 4538  
or visit the website on 
www.portsmouth.gov.uk/living/5293.
html  
 
3.      O T H E R  F I N A N C I A L 
         ASSISTANCE 
 
Other financial assistance may be 
available for example to assist with 
environmental improvement schemes 
or other projects.  The Head of 
Planning Services will be pleased to 
advise on possible sources of 
assistance. 
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APPENDIX 3:   STATUTORY PROTECTION      

3.     ARTICLE 4(2) DIRECTIONS 
 
Various operations to houses do not 
normally require planning permission. 
This includes changes to windows, 
doors, roofs, chimneys and boundary 
walls. The effect of these can gradually 
affect the appearance of a conservation 
area. 
 
Article 4(2) Directions bring work  to 
various features on elevations facing a 
highway under planning control. 

 
The following Article 4(2) Directions 
were In force in this conservation area 
on 14 August 2003:-  
 
Stanley Street 
 6-44 (even, inc) Stanley Street 
15-49 (odd, inc) Stanley Street 

1. CONSERVATION AREA 
 
Stanley Street was the first conservation 
area designated in the City of 
Portsmouth on 15 January 1969.  It 
comprised 15-49 (odd numbers) and 16-
44 (even numbers). 
 
Numbers 6-14 Stanley Street were 
originally excluded from the conservation 
area because at that time a scheme was 
being considered to widen and extend 
Richmond Place right through from 
Marmion Road to Clarendon Road. 

 
 
This scheme, which would have involved 
the demolition of 6-14 Stanley Street, 
has long since been abandoned.  The 
conservation area was extended to 
include these properties in January 
1996. 
 

2.     LISTED BUILDINGS 
 
49 Stanley Street 
Southsea 
Grade; II 
Listed; 25/9/72 
Cons. Area; 1 
Owner, Private 
Flint house with stone dressings c1840-50; 
2 storeys and tower bay, attached garden wall 
included in listing 
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4. LOCAL LIST 
 
The following properties are included in 
the Local List :- 
Stanley Street 
14 –44( even)  



APPENDIX 4:   PORTSMOUTH CITY LOCAL PLAN           
                         2001-11 

The Portsmouth City Local Plan 2001-11 
includes many policies which are rele-
vant to conservation areas and to this 
particular conservation area in particular. 
General policies include:- 
 
DC1   Design Principles 
DC2   Landscaping/Public Art 
DC3   Landmark Buildings and Features 
DC4   Access for all 
DC5   Amenity & Pollution 

DC10   Conservation Areas 
DC11   Listed Buildings 
DC12   Locally Important Buildings and 
            Structures 
DC13   Historic Parks and Gardens 
DC14   Trees 
DC15   Archaeological Sites and                      
            monuments 
DC20   Protection of Open Space 
DC22   Telecommunications Equipment 

DC10  CONSERVATION AREAS 
(A)    Alterations 

Proposals to alter an unlisted building in 
a conservation area will be permitted 
where the development is sympathetic in 
design, scale, materials, colour, 
landscaping and treatment to the rest of 
the building and/or area.  
 

(B)    Buildings and spaces 

Development in a conservation area will 
be permitted where: 

 
(i)      scale, form, materials and detailing 

respect the characteristics of  
buildings in the area; 

(ii)     architectural features such as walls 
and shop fronts and other features 
which contribute to the character of 
an area are retained; 

(iii)    there is no adverse impact on the 
townscape and roofscape of the 
conservation area, including the 
protection of important views 
within, into and out of the area; 

(iv)    a consistently high standard of 
design has been applied and good 
quality materials are proposed to 
be used; and 

(v)     trees, open spaces and other 
landscape features which 
contribute to the character and 
appearance of the conservation 
area are protected. 

 
(C)    Change of use 

Where a building contributes towards 
the character or appearance of a 
conservation area, a change of use will 
be permitted where it does not require 
any changes in the appearance or 
setting of the building other than those 
that will preserve or enhance its 
contribution to the area. 

 
(D) Demolition 

Development involving demolition in a 
conservation area will be permitted 
provided that - 

 
(i)      the structure to be demolished 

makes no positive contribution to 
the character and appearance of 
the area; 

(ii)     its potential for repair, retention 
and beneficial use is limited; and 

(iii)   detailed proposals for the reuse of 
the site, including any replacement 
building or other structure, have been 
approved. 
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APPENDIX 5:     EXISTING POWERS  

Note: Permission refers to Planning Permission.   LBC refers to Listed Building Consent. 
         CAC refers to Conservation Area Consent. 
 
         A 4(2) Houses or single family dwelling: Permission needed if Article 4(2) direction in 
         force. 

 STATUTORY LISTED BUILD-
INGS 

NON-LISTED BUILDINGS IN CON-
SERVATION AREAS 

Boundary Walls, 
Fences and Pillars 

LBC required for alterations, ex-
tens ions  and demol i t ions 
(including part thereof). 

CAC required for complete or substantial 
demolition if wall is more than 1m high 
fronting a highway and 2m elsewhere.  
Planning permission required to erect a 
wall, fence, etc, if more than 1m high 
fronting a highway, 2m elsewhere.  
See Note: A 4(2) 

Trees, Shrubs and 
other Planting 

 
 

Six weeks notice for work to trees re-
quired. 

Buildings LBC required for demolition, al-
teration and extension. This in-
cludes internal works. Demolition 
includes partial demolition 

CAC required for complete or substantial 
demolition of building where volume of 
building exceeds 115 cubic metres. 
See Note: A 4(2) 

Doors Replacement with different design 
or material would require LBC. 
 

Houses No permission or CAC required 
to replace doors. See Note: A 4(2)  
Flats and commercial buildings Per-
mission normally required if different 
from existing design. 

Windows Replacement with different design 
or material would require LBC. 

Houses Permission not required to re-
place windows. See Note: A 4(2) 
Flats and commercial buildings Per-
mission is required for replacement win-
dows unless they match the original in 
terms of method of opening and design.  

Roofs Replacement with different materi-
als would require LBC. 

Houses Permission not required to 
change roof cladding material. See Note: 
A 4(2) 
Flats or commercial buildings 
Permission is required to change roof 
cladding material. 

Chimneys LBC required for demolition 
(including part thereof), alteration 
or extension. 

Permission & CAC not usually required 
for demolition. Houses: See Note: A 4(2)  
Flats or commercial buildings 
Permission may be required for rebuild-
ing 

Other Details LBC required for removal, altera-
tion or extension. 

Permission & CAC not usually required.  
Houses : See Note A 4(2)  
Flats or commercial buildings 
Permission may be required for rebuild-
ing. 

External Wall Fin-
ishes/Cladding 

LBC required to remove/alter ex-
isting cladding or fix new cladding. 

Permission required to clad exterior walls 
with stone, artificial stone, timber, plastic 
or tiles. 
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